
OUR IN-VEHICLE 
VIDEO PRODUCTS

VR-X20 DVR

Operating System
Windows 11 IoT Enterprise

CPU
Intel® Core™ Ultra 5 Processor 125H
Max. 4.5GHz with Intel® Turbo Boost Technology
- 18MB Intel® Smart Cache

Memory & Storage
8GB DDR5
Optional: 16GB / 32GB DDR5
1st storage: 256GB PCIe NVMe SSD
Optional: 512GB / 1TB / 2TB PCIe NVMe SSD 
2nd storage: 256GB PCIe NVMe SSD
Optional: 512GB / 1TB / 2TB PCIe NVMe SSD 

GPU
Intel® Arc™ Graphics

NPU
Intel® AI Boost

I/O Interface
PoE (Power Over Ethernet, PSE) x 6
LAN (RJ45, 2.5Gbps) x 1 
LAN (RJ45, 1Gbps) x 1
Audio Jacks (RJ45) x 2
Serial port (9-pin; D-sub) x1
Audio in/out combo x 1
DC in Jack (Power & Ignition) x 1
USB 2.0 Type-A x 1
USB 3.1 Gen 2 Type-A x 2
USB 4 Gen2x2 Type-C x 1
GPIO Ports (Input x 8, Output x 4, 12V/1A power 
output x 2)

GPS SMA x 1
Wi-Fi MiMo RP-SMA x 2
Control unit connector x 1
HDMI x 1

Communications
10/100/1000 BASE-T Ethernet
2.5GBASE-T Ethernet
Intel® Wi-Fi 7 BE202, 802.11be
Bluetooth (v5.4)

Security
TPM 2.0

Power
Li-Ion battery (7.26V, typical 9600mAh; min. 
9400mAh)

Ruggedness
MIL-STD-810H compliant

Temperature
Operating: -30°C to 70°C / -22°F to 158°F
Storage: -40°C to 85°C / -40°F to 185°F

Dimensions (W x D x H) & Weight
182 x 68.5 x 179mm (7.16" x 2.69" x 7.04")
2.08kg (4.59lbs)

Warranty
3-year standard limited warranty
* Extended plans available.

VR-X20 DVR features AI-empowered computing 
platform that supports ALPR, merges video and 
data from multiple sources at once, and enables 
multi-tasking.

CA-NF42 Ultra HD 
Dual Lens Camera
Featuring dual 4K cameras and AI-enabled auto 
license plate recognition, the ZeroDark CA-NF42 
in-vehicle camera offers unparalleled visibility and 
functionality for patrols.

 Left - Camera 1
Focal Length
3.2mm

FOV (Field of View)
150° Diagonal / 133° Horizontal / 77° Vertical 

Position
Fixed

View Type
Panoramic View

LUX
Color 0.03, nighttime low-light recording

 Right - Camera 2
Focal Length
7.8mm

FOV (Field of View)
59° Diagonal / 53° Horizontal / 31° Vertical

Position
Fixed

View Type
Normal View for ALPR

LUX
Color 0.03, nighttime low-light recording

Network
Power over Ethernet (POE)

Video Output Format
H.264, H.265

Video Output Resolution
3840x2160 (UltraHD), 2560x1440 (QuadHD), 
1920×1080 (FHD)

Video Output Frame Rate
30 fps, 15 fps 

Connectivity Interface
POE, RJ45

Operating Temperature
-30° to 60 °C / -22° to 140° F

Dimensions (W x D x H)
83 x 100 x 34mm (3.27” x 3.94” x 1.34”)

Weight
281g (0.62lbs)

Rugged Features
MIL-STD-810H

Mount Options
Mounting Arm

Warranty
3-year standard limited warranty
* Extended plans available.
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CA-NF21
FHD Camera

Aperture
F2

Focal Length
2.6mm

FOV (Field of View)
120° Horizontal / 146° Diagonal

Position
Fixed

View Type
Panoramic

LUX
0.05lux @ Color

Exposure
Dual Exposure, HDR technology

Network
Power over Ethernet (POE)

Video Output Format
H.264

Video Output Resolution
1920×1080 (1080P), 1280×720 (720P), 768x432 
(D1)

Video Output Frame Rate
30 fps

Connectivity Interface
Power over Ethernet (POE)

Operating Temp
-30° to 60 °C (-22° to 140° F)

Dimensions (W x D x H)
 46 x 48 x 46mm (1.81” x 1.89” x 1.81”)

Weight
184g (0.41lbs)

Rugged
MIL-STD-810H

Mount Options
Mounting Arm, Standard Mount

Warranty
3-year standard limited warranty. 
Extended plans available.

Aperture
F2

Focal Length
2.6mm

FOV (Field of View)
120° Horizontal / 146° Diagonal

Position
Fixed

View Type
Panoramic

LUX
0.05lux @ Color

Exposure
Dual Exposure, HDR technology

Network
Power over Ethernet (POE)

Video Output Format
H.264

Video Output Resolution
1920×1080 (1080P), 1280×720 (720P), 768x432 
(D1)

Video Output Frame Rate
30 fps

Connectivity Interface
Power over Ethernet (POE)

Operating Temp
-30° to 60 °C (-22° to 140° F)

Dimensions (W x D x H)
 46 x 48 x 46mm (1.81” x 1.89” x 1.81”)

Weight
184g (0.41lbs)

Rugged
MIL-STD-810H

Mount Options
Standard Mount

Warranty
3-year standard limited warranty. 
Extended plans available.

Designed to surpass existing products in both quality and 
low-light video recording, ZeroDark sensor technology 
excels in capturing essential details even in darkness.

CA-NF21 FHD Infrared 
Backseat Camera
Nighttime operations often suffer from reduced visibility, 
particularly for cameras. The ZeroDark FHD Infrared 
Backseat Camera addresses this issue, enabling effective 
work in the darkest conditions.

CU-D50
5-inch HD Display

Size
5-inch

Type
TFT LCD HD

Resolution
800x480

Touch
Multi-touch technology

Buttons
Power/Covert op, Menu, Brightness, Stop 
Recording, Start Recording, Play, Zoom/Volume, 
Microphone, Camera

Ports
USB 2.0 (admin lockable)

Dimensions (W x D x H)
137.2 x 20.3 x 111.8mm (5.4” x 0.8” x 4.4”)
(excluding mount and projecting parts)

Weight
272.1g (0.6lbs)

Warranty
3-year standard limited warranty. 
Extended plans available.

With a resolution of 800×480, this display is 2.5 times 
higher than its nearest competitor. It features a 
multi-touch interface and user-friendly control buttons, 
designed for simplicity and frequent use.

BC-04 4K Ultra HD 
Rugged Body Camera
The BC-04 bodycam stands out in public safety and 
private security deployments, boasting 4K Ultra HD video 
performance and dual SIM card slots.

* Standard and optional features vary depending on purchased configuration and options selected. Specifications subject to change without notice.
* Battery performance will vary based on power management settings and environmental conditions. As with all batteries, maximum capacity decreases 

with time and use and may eventually need to be replaced by a Getac service provider. Battery life and charge cycles vary by use and settings.
* 3-year standard limited warranty. Extended plans are available.

Video Output Format
MP4 (H.264), H.265

Video Output Resolution
3600×2024 (4K), 2560×1440 (2K),
1920×1080 (1080p), 1280×720 (720p)

Video Output Frame Rate
30 fps

FOV (Field of View)
140° Horizontal / 158° Diagonal

Storage
128 GB

Communication
Wi-Fi 802.11 a/b/g/n/ac
Bluetooth 5.0
GPS
Optional: 4G LTE

Recording Time
>12 hrs

Watermark
Supports Date/Time/Officer ID stamp overlay on 
video footage

Pre-record Time
Max. 10 mins

Additional Supported Features
Covert recording mode, Instant record, Instant 
event classification, Footage bookmarking

Buttons
Power, Main, Category Wheel, Covert Switch

Additional Features
Covert Recording Mode
Instant Event Categorization
Background Recording

I/O Interface
Magnetic pogo connector x 1
Docking x 1

Power
Battery (4.2V, 4200mAh)

Rugged Features
MIL-STD-810H certified
Vibration & 6ft (1.8m) drop resistant
IP67 certified

Temperature
Operating: -20°C to 50°C / -4°F to 122°F
Storage: -40°C to 71°C / -40°F to 160°F 

Dimensions (W x D x H)
65.6 x 25.4 x 96mm (2.58” x 1” x 3.77”)

Weight
230g (0.51lbs)

Warranty
3-year standard limited warranty. 
Extended plans available.


